
Width Depth Height Door 
width

Washing 
chamber 

height

Working 
height Width

A B C D E F G

C-800SS-KD/PD 1150 1200 1600/1750 700 550 800 400

C-1000SS-KD/PD 1400 1500 2000/2150 900 800 930 400

C-1000HSS-KD/PD 1400 1500 2400/2550 900 1200 930 400

C-1200SS-KD/PD 1600 1700 2000/2150 1100 800 930 400

C-1200HSS-KD/PD 1600 1700 2400/2550 1100 1200 930 400

C-1600SS-KD/PD 1900 2000 2000/2150 1400 800 930 400

C-1600HSS-KD/PD 1900 2000 2400/2550 1400 1200 930 400

C-2000SS-PD 2300 2400 2000/2150 1800 800 930 400

C-2000HSS-PD 2300 2400 2400/2550 1800 1200 930 400

C-2600SS-PD 2900 3000 2000/2150 2400 800 930 400

C-2600HSS-PD 2900 3000 2400/2550 2400 1200 930 400

Height Height
Length 

KD-
model

Length Length Load grating

H K L M N S T

2350 500 750 850 900 655 220

3050 500 1100 950 1050 870 220

3850 500 - 950 1050 870 220

3050 500 1100 1050 1150 950 260

3850 500 1500 1050 1150 950 260

3050 500 1100 1350 1550 1250 270

3850 500 1500 1350 1550 1250 270

3050 500 - 1650 1800 1550 300

3850 500 1500 1650 1800 1550 300

3150 530 - 2200 - 2010 315

3950 530 - 2200 - 2010 315

Main dimensions (mm)
Load grating
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Maximum dimensions 
of the component(s) Maximum 

load
Machine 
weight

Ø Height

mm mm kg kg

690 550 500 400

890 800 500 650

890 1200 500 750

1090 800 700 750

1090 1200 700 850

1390 800 700 1000

1390 1200 700 1100

1790 800 1000 1300

1790 1200 1000 1500

2390 800 2500 2000

2390 1200 2500 2200

Apparent 
power Fuses *

Fluid tank Pump

Heating 
power Volume Flow Pressure Motor

kVA A kW l l/min bar kW

C-800SS-KD/PD 14 3 x 25 9 350 200 4,0 4,0

C-1000SS-KD/PD 17 3 x 32 12 650 230 4,0 4,0

C-1000HSS-KD/PD 17 3 x 32 12 650 250 4,0 4,0

C-1200SS-KD/PD 19 3 x 32 18 800 350 4,0 4,0

C-1200HSS-KD/PD 19 3 x 32 18 800 370 4,0 5,5

C-1600SS-KD/PD 25 3 x 50 24 1300 380 4,0 5,5

C-1600HSS-KD/PD 25 3 x 50 24 1300 400 4,5 7,5

C-2000SS-PD 37 3 x 63 36 1900 430 4,5 7,5

C-2000HSS-PD 37 3 x 63 36 1900 450 4,5 7,5

C-2600SS-PD 49 3 x 80 48 3100 660 4,5 11,0

C-2600HSS-PD 49 3 x 80 48 3100 700 4,5 11,0

Technical specifications

* For machines with 3 x 400 V, 50 Hz supply. Other voltages and frequencies can also be delivered.

CLEANING MACHINES
SINGLE STAGE


